
BOLT LOAD IMPERIAL (GRADE L7) 

40% - 99% YIELD 
 

 

 

 

 

 

 

 

 

 

 

  TORQUE GUIDE FOR ASTM A320 GRADE L7

  BOLT TENSION BASED ON 40 PERCENT YIELD

0.109

3/4 x 10 1-1/4" 0.334 105,000 14,040 96 88 110 123 132 138 176 263 96

7/8 x 9 1-7/16" 0.461 105,000 19,383 154 141 177 198 212 222 283 424 154

1x 8 1-5/8" 0.605 105,000 25,428 231 212 265 297 318 333 424 636 231

1-1/8 x 8 1-13/16" 0.790 105,000 33,182 339 311 389 436 467 488 622 933 339

1-1/4 x 8 2" 0.999 105,000 41,966 476 437 546 612 656 686 874 1,311 476

1-3/8 x 8 2-3/16" 1.233 105,000 51,781 647 593 742 831 890 932 1,187 1,780 647

1-1/2 x 8 2-3/8" 1.491 105,000 62,626 853 783 979 1,096 1,174 1,229 1,566 2,348 853

1-5/8 x 8 2-9/16" 1.774 105,000 74,501 1,100 1,009 1,261 1,412 1,513 1,584 2,018 3,027 1,100

1-3/4 x 8 2-3/4" 2.081 105,000 87,406 1,389 1,275 1,593 1,785 1,912 2,001 2,549 3,824 1,389

1-7/8 x 8 2-15/16" 2.413 105,000 101,342 1,726 1,583 1,979 2,217 2,375 2,486 3,167 4,750 1,726

2 x 8 3-1/8" 2.769 105,000 116,308 2,113 1,938 2,423 2,714 2,908 3,043 3,877 5,815 2,113

2-1/8 x 8 3-5/16" 3.150 105,000 132,304 2,554 2,343 2,929 3,280 3,514 3,678 4,686 7,029 2,554

2-1/4 x 8 3-1/2" 3.555 105,000 149,331 3,052 2,800 3,500 3,920 4,200 4,396 5,600 8,400 3,052

2-3/8 x 8 3-11/16" 3.985 105,000 167,388 3,611 3,313 4,141 4,638 4,969 5,201 6,626 9,939 3,611

2-1/2 x 8 3-7/8" 4.440 105,000 186,475 4,235 3,885 4,856 5,439 5,827 6,099 7,770 11,655 4,235
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BOLT LOADS

  TORQUE GUIDE FOR ASTM A320 GRADE L7

  BOLT TENSION BASED ON 50 PERCENT YIELD

0.109

3/4 x 10 1-1/4" 0.334 105,000 17,550 120 110 137 154 165 172 219 329 120

7/8 x 9 1-7/16" 0.461 105,000 24,229 193 177 221 247 265 277 353 530 193

1x 8 1-5/8" 0.605 105,000 31,785 289 265 331 371 397 416 530 795 289

1-1/8 x 8 1-13/16" 0.790 105,000 41,478 424 389 486 544 583 611 778 1,167 424

1-1/4 x 8 2" 0.999 105,000 52,458 596 546 683 765 820 858 1,093 1,639 596

1-3/8 x 8 2-3/16" 1.233 105,000 64,726 808 742 927 1,038 1,112 1,164 1,483 2,225 808

1-1/2 x 8 2-3/8" 1.491 105,000 78,282 1,067 979 1,223 1,370 1,468 1,536 1,957 2,936 1,067

1-5/8 x 8 2-9/16" 1.774 105,000 93,126 1,375 1,261 1,576 1,766 1,892 1,980 2,522 3,783 1,375

1-3/4 x 8 2-3/4" 2.081 105,000 109,257 1,737 1,593 1,992 2,231 2,390 2,502 3,187 4,780 1,737

1-7/8 x 8 2-15/16" 2.413 105,000 126,677 2,157 1,979 2,474 2,771 2,969 3,108 3,959 5,938 2,157

2 x 8 3-1/8" 2.769 105,000 145,385 2,641 2,423 3,029 3,392 3,635 3,804 4,846 7,269 2,641

2-1/8 x 8 3-5/16" 3.150 105,000 165,380 3,192 2,929 3,661 4,100 4,393 4,598 5,857 8,786 3,192

2-1/4 x 8 3-1/2" 3.555 105,000 186,663 3,815 3,500 4,375 4,900 5,250 5,495 7,000 10,500 3,815

2-3/8 x 8 3-11/16" 3.985 105,000 209,234 4,514 4,141 5,176 5,798 6,212 6,502 8,282 12,423 4,514

2-1/2 x 8 3-7/8" 4.440 105,000 233,094 5,293 4,856 6,070 6,799 7,284 7,624 9,712 14,568 5,293
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  TORQUE GUIDE FOR ASTM A320 GRADE L7

  BOLT TENSION BASED ON 60 PERCENT YIELD

0.109

3/4 x 10 1-1/4" 0.334 105,000 21,060 143 132 165 184 197 207 263 395 143

7/8 x 9 1-7/16" 0.461 105,000 29,074 231 212 265 297 318 333 424 636 231

1x 8 1-5/8" 0.605 105,000 38,143 346 318 397 445 477 499 636 954 346

1-1/8 x 8 1-13/16" 0.790 105,000 49,773 509 467 583 653 700 733 933 1,400 509

1-1/4 x 8 2" 0.999 105,000 62,949 715 656 820 918 984 1,029 1,311 1,967 715

1-3/8 x 8 2-3/16" 1.233 105,000 77,671 970 890 1,112 1,246 1,335 1,397 1,780 2,670 970

1-1/2 x 8 2-3/8" 1.491 105,000 93,938 1,280 1,174 1,468 1,644 1,761 1,844 2,348 3,523 1,280

1-5/8 x 8 2-9/16" 1.774 105,000 111,751 1,649 1,513 1,892 2,119 2,270 2,376 3,027 4,540 1,649

1-3/4 x 8 2-3/4" 2.081 105,000 131,109 2,084 1,912 2,390 2,677 2,868 3,002 3,824 5,736 2,084

1-7/8 x 8 2-15/16" 2.413 105,000 152,013 2,589 2,375 2,969 3,325 3,563 3,729 4,750 7,126 2,589

2 x 8 3-1/8" 2.769 105,000 174,462 3,169 2,908 3,635 4,071 4,362 4,565 5,815 8,723 3,169

2-1/8 x 8 3-5/16" 3.150 105,000 198,456 3,831 3,514 4,393 4,920 5,271 5,517 7,029 10,543 3,831

2-1/4 x 8 3-1/2" 3.555 105,000 223,996 4,578 4,200 5,250 5,880 6,300 6,594 8,400 12,600 4,578

2-3/8 x 8 3-11/16" 3.985 105,000 251,081 5,417 4,969 6,212 6,957 7,454 7,802 9,939 14,908 5,417

2-1/2 x 8 3-7/8" 4.440 105,000 279,712 6,352 5,827 7,284 8,158 8,741 9,149 11,655 17,482 6,352
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  TORQUE GUIDE FOR ASTM A320 GRADE L7

  BOLT TENSION BASED ON 70 PERCENT YIELD

0.109

3/4 x 10 1-1/4" 0.334 105,000 24,570 167 154 192 215 230 241 307 461 167

7/8 x 9 1-7/16" 0.461 105,000 33,920 270 247 309 346 371 388 495 742 270

1x 8 1-5/8" 0.605 105,000 44,500 404 371 464 519 556 582 742 1,112 404

1-1/8 x 8 1-13/16" 0.790 105,000 58,069 593 544 680 762 817 855 1,089 1,633 593

1-1/4 x 8 2" 0.999 105,000 73,441 834 765 956 1,071 1,148 1,201 1,530 2,295 834

1-3/8 x 8 2-3/16" 1.233 105,000 90,616 1,132 1,038 1,298 1,454 1,557 1,630 2,077 3,115 1,132

1-1/2 x 8 2-3/8" 1.491 105,000 109,595 1,493 1,370 1,712 1,918 2,055 2,151 2,740 4,110 1,493

1-5/8 x 8 2-9/16" 1.774 105,000 130,376 1,924 1,766 2,207 2,472 2,648 2,772 3,531 5,297 1,924

1-3/4 x 8 2-3/4" 2.081 105,000 152,960 2,431 2,231 2,788 3,123 3,346 3,502 4,461 6,692 2,431

1-7/8 x 8 2-15/16" 2.413 105,000 177,348 3,020 2,771 3,464 3,879 4,157 4,351 5,542 8,313 3,020

2 x 8 3-1/8" 2.769 105,000 203,538 3,698 3,392 4,240 4,749 5,088 5,326 6,785 10,177 3,698

2-1/8 x 8 3-5/16" 3.150 105,000 231,532 4,469 4,100 5,125 5,740 6,150 6,437 8,200 12,300 4,469

2-1/4 x 8 3-1/2" 3.555 105,000 261,329 5,341 4,900 6,125 6,860 7,350 7,693 9,800 14,700 5,341

2-3/8 x 8 3-11/16" 3.985 105,000 292,928 6,319 5,798 7,247 8,117 8,696 9,102 11,595 17,393 6,319

2-1/2 x 8 3-7/8" 4.440 105,000 326,331 7,410 6,799 8,498 9,518 10,198 10,674 13,597 20,396 7,410
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  TORQUE GUIDE FOR ASTM A320 GRADE L7

  BOLT TENSION BASED ON 80 PERCENT YIELD

0.109

3/4 x 10 1-1/4" 0.334 105,000 28,080 191 176 219 246 263 276 351 527 191

7/8 x 9 1-7/16" 0.461 105,000 38,766 308 283 353 396 424 444 565 848 308

1x 8 1-5/8" 0.605 105,000 50,857 462 424 530 593 636 665 848 1,271 462

1-1/8 x 8 1-13/16" 0.790 105,000 66,364 678 622 778 871 933 977 1,244 1,866 678

1-1/4 x 8 2" 0.999 105,000 83,933 953 874 1,093 1,224 1,311 1,373 1,749 2,623 953

1-3/8 x 8 2-3/16" 1.233 105,000 103,562 1,293 1,187 1,483 1,661 1,780 1,863 2,373 3,560 1,293

1-1/2 x 8 2-3/8" 1.491 105,000 125,251 1,707 1,566 1,957 2,192 2,348 2,458 3,131 4,697 1,707

1-5/8 x 8 2-9/16" 1.774 105,000 149,001 2,199 2,018 2,522 2,825 3,027 3,168 4,035 6,053 2,199

1-3/4 x 8 2-3/4" 2.081 105,000 174,812 2,779 2,549 3,187 3,569 3,824 4,002 5,099 7,648 2,779

1-7/8 x 8 2-15/16" 2.413 105,000 202,683 3,452 3,167 3,959 4,434 4,750 4,972 6,334 9,501 3,452

2 x 8 3-1/8" 2.769 105,000 232,615 4,226 3,877 4,846 5,428 5,815 6,087 7,754 11,631 4,226

2-1/8 x 8 3-5/16" 3.150 105,000 264,608 5,107 4,686 5,857 6,560 7,029 7,357 9,372 14,057 5,107

2-1/4 x 8 3-1/2" 3.555 105,000 298,661 6,104 5,600 7,000 7,840 8,400 8,792 11,200 16,800 6,104

2-3/8 x 8 3-11/16" 3.985 105,000 334,775 7,222 6,626 8,282 9,276 9,939 10,402 13,252 19,877 7,222

2-1/2 x 8 3-7/8" 4.440 105,000 372,950 8,469 7,770 9,712 10,878 11,655 12,199 15,540 23,309 8,469
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  TORQUE GUIDE FOR ASTM A320 GRADE L7

  BOLT TENSION BASED ON 90 PERCENT YIELD

0.109

3/4 x 10 1-1/4" 0.334 105,000 31,590 215 197 247 276 296 310 395 592 215

7/8 x 9 1-7/16" 0.461 105,000 43,612 347 318 398 445 477 499 636 954 347

1x 8 1-5/8" 0.605 105,000 57,214 520 477 596 667 715 749 954 1,430 520

1-1/8 x 8 1-13/16" 0.790 105,000 74,660 763 700 875 980 1,050 1,099 1,400 2,100 763

1-1/4 x 8 2" 0.999 105,000 94,424 1,072 984 1,229 1,377 1,475 1,544 1,967 2,951 1,072

1-3/8 x 8 2-3/16" 1.233 105,000 116,507 1,455 1,335 1,669 1,869 2,002 2,096 2,670 4,005 1,455

1-1/2 x 8 2-3/8" 1.491 105,000 140,907 1,920 1,761 2,202 2,466 2,642 2,765 3,523 5,284 1,920

1-5/8 x 8 2-9/16" 1.774 105,000 167,626 2,474 2,270 2,837 3,178 3,405 3,564 4,540 6,810 2,474

1-3/4 x 8 2-3/4" 2.081 105,000 196,663 3,126 2,868 3,585 4,015 4,302 4,503 5,736 8,604 3,126

1-7/8 x 8 2-15/16" 2.413 105,000 228,019 3,883 3,563 4,453 4,988 5,344 5,594 7,126 10,688 3,883

2 x 8 3-1/8" 2.769 105,000 261,692 4,754 4,362 5,452 6,106 6,542 6,848 8,723 13,085 4,754

2-1/8 x 8 3-5/16" 3.150 105,000 297,684 5,746 5,271 6,589 7,380 7,907 8,276 10,543 15,814 5,746

2-1/4 x 8 3-1/2" 3.555 105,000 335,994 6,867 6,300 7,875 8,820 9,450 9,891 12,600 18,900 6,867

2-3/8 x 8 3-11/16" 3.985 105,000 376,622 8,125 7,454 9,317 10,436 11,181 11,703 14,908 22,362 8,125

2-1/2 x 8 3-7/8" 4.440 105,000 419,568 9,528 8,741 10,926 12,237 13,112 13,723 17,482 26,223 9,528
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  TORQUE GUIDE FOR ASTM A320 GRADE L7

  BOLT TENSION BASED ON 99 PERCENT YIELD

0.109

3/4 x 10 1-1/4" 0.334 105,000 34,749 237 217 271 304 326 341 434 652 237

7/8 x 9 1-7/16" 0.461 105,000 47,973 381 350 437 490 525 549 700 1,049 381

1x 8 1-5/8" 0.605 105,000 62,935 572 524 656 734 787 823 1,049 1,573 572

1-1/8 x 8 1-13/16" 0.790 105,000 82,126 839 770 962 1,078 1,155 1,209 1,540 2,310 839

1-1/4 x 8 2" 0.999 105,000 103,867 1,179 1,082 1,352 1,515 1,623 1,699 2,164 3,246 1,179

1-3/8 x 8 2-3/16" 1.233 105,000 128,157 1,601 1,468 1,836 2,056 2,203 2,305 2,937 4,405 1,601

1-1/2 x 8 2-3/8" 1.491 105,000 154,998 2,112 1,937 2,422 2,712 2,906 3,042 3,875 5,812 2,112

1-5/8 x 8 2-9/16" 1.774 105,000 184,389 2,722 2,497 3,121 3,496 3,745 3,920 4,994 7,491 2,722

1-3/4 x 8 2-3/4" 2.081 105,000 216,330 3,439 3,155 3,944 4,417 4,732 4,953 6,310 9,464 3,439

1-7/8 x 8 2-15/16" 2.413 105,000 250,821 4,272 3,919 4,899 5,487 5,879 6,153 7,838 11,757 4,272

2 x 8 3-1/8" 2.769 105,000 287,862 5,229 4,798 5,997 6,717 7,197 7,532 9,595 14,393 5,229

2-1/8 x 8 3-5/16" 3.150 105,000 327,452 6,321 5,799 7,248 8,118 8,698 9,104 11,597 17,396 6,321

2-1/4 x 8 3-1/2" 3.555 105,000 369,593 7,554 6,930 8,662 9,702 10,395 10,880 13,860 20,790 7,554

2-3/8 x 8 3-11/16" 3.985 105,000 414,284 8,937 8,199 10,249 11,479 12,299 12,873 16,399 24,598 8,937

2-1/2 x 8 3-7/8" 4.440 105,000 461,525 10,480 9,615 12,019 13,461 14,423 15,096 19,230 28,845 10,480
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